LEGEND

ROAD, SECONDARY, HARD SURFACE

ROAD, LIGHT DUTY, HARD OR IMPROVED SURFACE
ROAD, UNIMPROVED SURFACE

NEW COUNTY ROAD

INTERMITTENT STREAM

EPHEMERAL STREAM

IRRIGATION DITCH (VALLEY ENGINEERING, 1980)

IRRIGATION DITCH (FIELD SURVEY)

EXISTING CULVERT

SURVEYED CULVERT (FIELD SURVEY)

IRRIGATION SEEPAGE (VALLEY ENGINEERING, 1980)

POWER LINE

UNDERGROUND TELEPHONE LINE

BURRIED 8" WATER LINE

FENCE LINE

CORRAL AREA

STRUCTURE

SURVEYED POWER POLE (FIELD SURVEY)

S S ES PROPERTY BOUNDARY

SECTION LINE

TO BE FULLY EXTRACTED

PERMIT AREA BOUNDARY

ADJACENT AREA FOR NON—WATER RESOURCES.
FOR THE AREA OF HYDROLOGIC EVALUATION,
SEE PLATE VI—

NOTE:

"THE PRIMARY POINT OF DIVERSION OF THE IRRIGATION

WATER FROM MUDDY CREEK IS APPROX. 20 MILES

NORTHWEST OF THE IBC AREA. ADDITIONAL POINTS OF

DIVERSION ARE LOCATED ABOUT 6 MILES NORTH OF AND INCORPORATED

4 MILES NORTHEAST OF THE IBC. PLEASE REFER TO 2 9008
SECTION VI.A.4 OF THE APPROVED MRP FOR ADDITIONAL  OCT 0/ 200

INFORMATION CONCERNING WATER RIGHTS.” Div. of Ol Gas & Mining
I RECEIVED
bOCT 6% 2009
DIV. OF OIL, GAS & MINING
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